
Innovative heating 
solution with wood 
biomass

The state-of-the-art SELTRON UKP SMART 
wood gasification boiler provides extremely 
efficient and economical heating with 
efficiency at 92 %.

The UKP SMART boiler is as standard 
equipped with Lambda probe which 
allows continuous monitoring of optimum 
combustion, resulting in maximum efficiency 
and low emissions.

The SeltronHome platform ensures that 
heating with the UKP SMART boiler is also 
“SMART”. This allows the user to receive 
notifications and monitor the operation/
status of the boiler, and for the servicer to 
remotely support the user and diagnose any 
problems.
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How can a modern boiler increase the 
efficiency of heating with wood?

The UKP SMART wood gasification boiler is intended for 
heating individual buildings. The combination of the robust 
construction and the smart SELTRON BXD controller with 
innovative heating system control, achieves high average 
annual heat efficiency and thus significantly lower heating 
costs. 
With its robust and innovative design, the UKP SMART boiler is 
extremely efficient and easy to use.

Persuasive capabilities

The UKP SMART wood gasification boiler is suitable for 
economical, comfortable and reliable heating of buildings, 
regardless of the selected heating system. It can be used as 
a replacement boiler in older buildings or for heating in new 
buildings.

UKP SMART boiler provides enviable energy efficiency up 
to 92 %, making it one of the most fuel efficient boilers on 
the market in this class.

SeltronHome Remote Heating Control

In the age of mobile devices and the widespread of internet, 
more and more control and management features are moving 
to our smartphones and tablets. With the SeltronHoe service, 
we provide our customers with the possibility of remote 
heating management which enables greater comfort and 
lower costs.

Using the SeltronHome service with a UKP SMART 
boiler

The main advantages of the SeltronHome service in 
combination with the UKP SMART boiler and the weather-
compensated Seltron controller are:

- notification on events (loading wood and 
 starting the boiler or in case of errors),
- top remote support for boiler configuration and 
 troubleshooting. 

State-of-the-art 
technology

Smart
control

High
efficiency
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A modern and efficient choice

Control of the UKP SMART boiler 

The UKP SMART boiler is equipped with a specially developed 
BXD controller. The controller controls the operation of the 
boiler with the Lambda probe, enables return protection, 
protects boiler against overheating, while at the same time 
providing rapid filling of the heat storage tank and modulated 
fan speed control.

Stainless steel panels that can be removed or 
replaced

The entire boiler loading chamber is lined with stainless steel 
panels that are resistant to high temperatures and corrosion. 
The panels in the chamber not only improve the operation 
of the boiler, but also greatly simplify the maintenance and 
cleaning of the boiler and extend its operating life. Panels can 
also be removed or replaced with new ones.

Double door

The double doors offer significantly better thermal insulation 
of the boiler which increases the efficiency while reducing the 
undesirable overheating of the boiler room.

Flue gas extraction

The boiler has a suction flue gas chanel above the door 
allowing the exhaust gas to be extracted when the boiler door 
is open. This prevents fumes and odors from entering the 
room.

Cleaning lever for flue gas heat exchanger

Depending on the installation of the boiler in the room, the 
cleaning lever may be positioned on the left or right side of 
the boiler. The lever allows for easy cleaning of the flue heat 
exchanger without the need to open the door. This avoids 
possible dirt on the tool or the room.

Modular heating chamber

Good combustion of wood gas requires temperatures of up 
to 1,100 ° C. For this purpose, a special modular multi-layer 
heating chamber has been developed for long-term use and 
easy maintenance.

Easy to clean

The byproduct of wood combustion is ash, which is minimized 
due to the extremely efficient combustion of the UKP SMART 
gasification boiler. The UKP SMART boiler design makes it 
easy to clean from the front, making it more comfortable while 
at the same time less space is needed for this task. The BXD 
controller enables the activation of the fan for soot outlet, 
thus preventing smoke and soot formation in the boiler room.
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Wood gasification boiler UKP SMART Unit UKP SMART 20 UKP SMART 25 UKP SMART 30

Rated thermal output kW 21 25 30

Boiler efficiency at rated output % 92 91,9 91,8

Amount of water in the boiler l 132 132 125

Combustion chamber volume l 105 105 105

Combustion chamber depth mm 550 550 550

Maximum boiler temperature °C 91,9 90 90

Lowest boiler return line temperature °C 55 55 55

Flue line connection diameter mm 150 150 150

Flue line connection height mm 1225 1225 1225

Required chimney draft mbar 0,13 0,15 0,15

Maximum boiler pressure bar 3 3 3

Power consumption W 42 45 45

Dimensions: W x H x D mm 670 x 1300 x 1290 670 x 1300 x 1290 670 x 1300 x 1290

Boiler mass Kg 605 605 605

Technical specifications
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Dimensions

Energy labels
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SELTRON UKP 20 SMART

21

SELTRON UKP 25 SMART

25

SELTRON UKP 30 SMART

30


